S E R I E PO RT ATI LI G D s Modelli Zip e Click da 2500W a 6500W:
o Moftfore Benzina 3000 rpm
® Raffreddato ad aria
DIY PORTABLES SERIES  Avviamento o Sirappo
e Grado di Protezione: IP23
» Secondo normative CE per rumore e
sicurezza

o Conforme alla normativa Emissioni:
EU 2002-88

Zip and Click Models from 2500W to

6500W:

e Gasoline Engine 3000 rpm

e Air Cooled

® Recoil Starting

e Protection Degree: IP23

e According to CE regulations for noise
and safety

o EU 2002-88 Emission standards compliant

APPLICAZIONI: /APPLICATIONS:

Zip 2500R
Click 3500R

Click
5000R/7300R/3000L/5000L

29 SUBARU /. LOMBARDINI

S

LW
MODELLO MOTORE o ﬁ @
MODEL 230V evewe []/: gL
max marca modello a L w H LWA / dBA
w brand brand RPM @ cm® |/ h cm |em |cm | Kg @7m (o)
Zip 2500R 2500 Subaru EX17 3000 benzina / gasoline | 169 36 |4 60 395 |445 |36 96/ 71
Click 3500R 3300 Subaru EX21 3000 benzina / gasoline | 211 36 |33 |60 395 |445 |40 96/ 71
Click 5000R 4400 Subaru EX27 3000 benzina/ gasoline | 265 |19 126 |745 |52 59 65 96/ 71
Click 7300R 6500 Subaru EX40 3000 benzina/ gasoline | 404 |19 9 81 55 68 85 96/ 71
Click 3000L 3200 Lombardini | 15LD315 3000 diesel 315 |19 21 81 55 68 80 na.*
Click 5000L 5600 Lombardini | 15LD440 3000 diesel 440 |19 13.6 | 81 55 68 95 na.*
LEGENDA: R Subaru L Lombardini = Autonomia al 75% del carico () Valore misurato, rumorosita conforme alla direttiva 2000/14/CE
LEGEND: Autonomy at 75% load Tested value, noise level according to 2000/14/CE
Dotazione Standard: Standard Equipment: QUADRO:
- Serbatoio a bordo; - On board fuel tank; PANEL:
- Sicurezza Olio; - Ol Protection; ’
- Modelli 2500R/3500R/5000R: 2x Schuko, - 2500R/3500R/5000R models: 2x Schuko;
- Modelli Click 7300R: 1x Schuko, 1x CEE 16A - Click 7300R models: 1x Schuko, 1x CEE 16A
230V, 230V,
- Modelli 3000L/5000L: 2x CEE 16A 230V; - 3000L/5000L models: 2x CEE 16A 230V:
- Interruttore Termico; - Thermal Switch;

2500R / 3500R / 5000R

7300R

GEDT |,
4 [ ] 3000L / 5000L

POWER PRODUCTS



